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1. DIMENSIONS IN mm UNLESS OTHERWISE
SPECIFIED

2. ALL EXPOSED CONCRETE EDGES TO HAVE A
25mm x 25mm CHAMFER

3. ABBREVIATIONS

        P.C.C - PRECAST CONCRETE
        E.G.L - EXISTING GROUND LEVEL
        F.G.L - FINISHED GROUND LEVEL
        G.M.S - GALVANIZED MILD STEEL
        T.W.L - TOP WATER LEVEL

4. FOR DETAILS OF GUARD RAILS ,G.M.S LADDER,
SEE DRG. No. M407/SD/17

5. FOR DETAILS OF G.M.S OPEN MESH FLOORING,
SEE DRG. No. M407/SD/23
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2001100 900
200

200 2800 200

FLOCCULATED WATER CHANNEL

300

600 600

R.C. TIE BEAM

1250x400x75mm THICK
P.C.C COVER SLAB
OVER CHANNEL TO
DETAIL

750mm WIDE SLUDGE
COLLECTION CHANNEL
WITH DEPTH VARYING
FROM 300mm TO
450mm

254x146x31 Kg/m UB SUPPORT
FOR DECANTING TROUGHS

(1 No. PER TANK)

600x600x600mm
DEEP SLUDGE
COLLECTION SUMP

900mm WIDE WALKWAY

GUARDRAIL TO DETAIL

900x600x600mm
DEEP SLUDGE
COLLECTION SUMP

600x600x600mm
DEEP SLUDGE
COLLECTION SUMP

600x450 mm
R.C TIE BEAM
(3 NO. PER TANK)

900mm WIDE WALKWAY

GUARDRAIL TO DETAIL

INLET CHANNEL WITH
13 No. 200mm Ø
OPENINGS
@ 430mm C/C PER
SEDIMENTATION TANK

1000x1000 mm OPENING OUTLET
CONTROL  PENSTOCK, NON-RISING

STEM TYPE, (HAM BAKER OR
APPROVED EQUIVALENT)

G.M.S OPEN
MESH FLOORING TO
DETAIL (SEE DRG. No.
M407/SD/23)

900mm WIDE WALKWAY

25mm THICK APPROVED
EXPANSION BOARD
BETWEEN SEDIMENTATION
TANKS 2&3

400x400mm OPENING THROUGH SEDIMENTATION
TANK INLET CHANNEL WITH 400mm SQUARE

NON-RISING STEM TYPE PENSTOCK
WITH EXTENDED SPINDLE AND HEADSTOCK,

HAM BAKER OR APPROVED EQUIVALENT
(2 No. PER TANK)

25mm THICK APPROVED
EXPANSION BOARD
BETWEEN SEDIMENTATION
TANK AND SETTLED WATER
CHANNEL

1225mm WIDE WALKWAY

GUARDRAIL TO DETAIL

900mm WIDE WALKWAY

GUARDRAIL TO DETAIL

OD 200mm uPVC
CLASS 'B' PIPE

TO SLUDGE LAGOON

150mm Ø FERROUS SCOUR PIPES
(SEE DETAIL ON DRG. No.
M407/CK/TW/KR/ST/03)

2800mm x 1500mm R.C.
SCOUR CHAMBERS TO
DETAIL ON DRG. No.
M407/CK/TW/KR/ST/03

GMS DECANTING TROUGHS
(3 No. PER TANK)
SEE DETAIL ON DRG No.

GUARDRAIL TO DETAIL
25mm THICK APPROVED
EXPANSION BOARD

150mm Ø STEEL SCOUR PIPE
TO SITE DRAINAGE SYSTEM

17 Nr. 150mm THICK PCC CLASS 25/20 BAFFLE
WALLS SPACED AT 550mm C/C

TWL 1547.09
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